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PFE International Limited, Oakwood Hill Industrial Estate,
Oakwood Hill, Loughton, Essex IG10 3TZ
Internet Address: http://www.pfe.co.uk
E-Mail: marketing@pfe.co.uk  Tel: (020) 8502 1011  Fax: (020) 8502 4187

Subsidiary Companies in USA, France, Germany, Portugal, Singapore
Sales Offices throughout the UK and Ireland.
PFE’s policy is one of continuous improvement, and the right is reserved to modify or
alter equipment specifications, without prior notice.
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Technical Specifications

INSERTING HEAD

Envelope Size: Depth: 4” - 61/2” (102mm - 165mm)
Width: 6” - 91/2” (165mm - 241mm)

Insert Pack Thickness: 3/32” (4mm)
Cycle Speed: Up to 3500 per hour

INSERT FEEDER

Material Size: Depth: 31/2” - 6” (89mm - 152mm)
Width: 51/2” - 9” (140mm - 228mm)

Minimum Weight: Single sheet - 80gsm 
Maximum Thickness: Booklet - 3/32” (2mm)

FOLDER

Material Size: Depth: 6” - 18” (152mm - 457mm)
Width: 51/2” - 9” (140mm - 228mm)
Weight: 60gsm - 120gsm single sheet
Up to 8 sheets 80gsm half fold
Up to 5 sheets 80gsm letter fold

DIMENSIONS

Width: 800mm
Height: 1130mm
Length: 2 Station - 1855mm

4 Station - 2665mm

ELECTRICAL

Input: 220/240v  50Hz.  Fused to 5.0 A
110/120v  60Hz.  Fused 10 A

PFE PRODUCT 
RANGE

Mailing Machines
Desktop Mailing Systems
Office Mailing Systems   

Modular Mailing Systems
Mail Printing Systems

Forms Handling Machines

Office Products
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